
 TRAFFIC

 BIKE LANE

 PARALLEL PARKING

SIDEWALK

 TRAFFIC

 BIKE LANE

SIDEWALK

10'12' 5'8' 10'12' 5'

WHERE APPROPRIATE & STREET WIDTHS ALLOW, A BIKE LANE OF 5
FEET MINIMUM WIDTH CAN BE INCLUDED

POTENTIAL OPPORTUNITY FOR
CONSOLIDATION OFF- STREET
PARKING

SIDEWALK BUMPOUT @
CROSSWALK

15'

25'

TWO-WAY DRIVEWAY +/- 25'.
WIDER IF TRUCK ACCESS
REQUIRED.

ELIMINATE EXCESSIVE CURB
CUTS.

WHERE POSSIBLE SHARE
DRIVEWAYS WITH ADJACENT
PROPERTIES.

EXISTING SIDEWALK EDGE

ONE-WAY DRIVEWAY +/- 15'.
WIDER IF TRUCK ACCESS
REQUIRED.

BUS STOPAPPROXIMATE PROPERTY  LINE

SIDEWALK WIDTH INCREASED
TO MINIMUM RECOMMENDED
OR GREATER WIDTH

EXISTING CONSTRAINTS DON'T
ALLOW FOR MINIMUM
RECOMMENDED SIDEWALK
WIDTH

TRAVEL LANE, PARKING &
SIDEWALK WIDTH
RECOMMENDATIONS FOR
EACH SECTION OF ROAD.
GENERAL GUIDELINES:
• TRAVEL LANE - 12' (11' MIN)
• PARALLEL PARKING - 8'
• SIDEWALK - 10' (6' MIN)

OVERALL WIDTH INCLUDING
SIDEWALKS

PROVIDE PEDESTRIAN LINKS
TO PARKING AT REAR OF
BUILDINGS WHERE POSSIBLE

ARROWS INDICATE TRAFFIC
DIRECTION & ALLOWED TURNS

STOPLIGHT

CROSSWALK

10' 8' 8' 10'11'11'11'
80' - 82'

11'

0 5025
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